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WOODGRAINS, BRUSHED METALS AND TEXTURE SHEET DIRECTION VERIFICATION
WOODGRAIN AND BRUSHED
METALS SHEET NOTES:
1. WOODGRAINS AND

BRUSHED METALS ONLY
RUN PARALLEL TO THE
LONG SIDE OF THE SHEET
(120"), AND CANNOT BE
CHANGED.

2. MAX STANDARD SHEET
SIZE (48" x 120") IS SHOWN
ABOVE.

TEXTURED SHEET NOTES:
1. MAXIMUM TEXTURED SHEET IS 43" X 114"; DEPENDING UPON TEXTURE SELECTED, MAXIMUM SIZE COULD BE

SLIGHTLY SMALLER.

2. PLEASE INDICATE THE DADO, PINSTRIPE, BEADBOARD 1-5/8", OR BEADBOARD 2-5/8" TEXTURE DIRECTION THAT IS
REQUIRED, BY MARKING THE PROPER BOX ABOVE
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ACTUAL TEXTURED SHEET
THICKNESS

BEADBOARD .0735*
DADO .0975*

IRISH LINEN .0375

SINGLE TREAD .0970*

MESA .0495

LEATHER .0495

STIPPLE .0440

QUATTRO .0795

PINDOT .0570

PINSTRIPE .0555

STONE CHIP .0445

*INDICATES TEXTURES THAT
CANNOT USE ACROVYN OR

ALUMINUM TRIMS

48"

120"

<-----------WOODGRAINS AND BRUSHED METALS
PATTERN DIRECTION---------->
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